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Specifications of DID

B With unigue technigue of Samsung, High contrast ratio of 2000:1;

Proper color temp of 10000k; Ensuring perfect showing even under sunshine.

W Landscape, Portrait, Hanging or wall mounting use—Adopting
Samsung DIC panel , Which is free from gravity gap.

B Auto-diagnosis-—--Measure the temperature inside to turn on fans or start to warm it up automatically.
@ Long Lifetime; High Reliability; Free from sticking image and burn-in; Low maintaining fee.
W On/Off automatically—equipped with a calendar, on/off choices per day or week.

W Configurable 'O—VGA, HDMI, YPbPr & AV for PC and kinds of video signals.

: o
") O 0 = eF@d @9 O

ACIN ACOUT COMIN COMOUT HDMIIN VGAIN VGAOUT

21 with LAN function and media player(optional).

W Brand-new S-PVA technique ensuring ne stretch in 178 degrees from any direction,

\ "4

DALLES SAMSUNG HD

# Wide angle of view {178 degrees) ensuring enjoying from all direction.

82’ 1920mm

PUHT : 1650 € PUHT : 2000 £ : Version murale seule ou en version mur d’écrans avec logiciel intégré
Version Totem de sol : PUHT : 2500 € PUHT : 5600 € PUHT : 18500 € PUHT : 32000 £
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Applications of DID

'l.'E = =
Brand Store/Bus Stop

Subway Staiion

Power Dispatching Center

Military Headquarters

Municipal Emergency Headquarters

Transportation Headquarters

Industrial Flow Display System

Radio and TV Broadcasting Display and Monitor System

Supermarket, Hotel and Communication Information Display System

Financial and Stock Information Display System

Government Departments and Enterprises Multi-media Video Meeting Display System
Security Monitor System for Mining

Municipal Environmental Monitor System

Fire Protection, Weather Bureau, and Maritime Flood Prevention Command Chains
Flight Information, Subway, Luggage and Security Monitor System

Brand Image Display System

Vocal Concert

Rental Company for Display
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Specifications of units of Narrow Bezel Tiled DID

MNeeding no separate controller to tile units
® The narrowest bezel up to now—— only 10mm

@ Full high definition display —-—-1080p

@ Special module design for both single and tiled use

@ Adoption of Samsung DID panel--- long lifetime,

High reliability, Specialized in display

@ Net work function--play and transfer files through internet

Features of Narrow Bezel Tiled DID

"] Needing no separate controller to tile units

1. All units in the tiled DID are controlled by software Ex: 3*3 tiling

1 2 3 ==X
L IR Y 241 31
Multi-Scre
— Setting the number of landscape displays
Total ¥ 5 e~ Setting the number of portrait displays 2 1%2 2%2 3%2
current ® e > Setting the abscissa of one unit
Current W : e o Seiting the ordinate of the unit . 1%3 %3 343
Move: A/W Adjust:«4/» Next Menu:Menu l
Y

Il The narrowest bezel

Special technique of Samsung-—- only 10mm/set

DID Tiled Display Conventional Tiled Display

I Special tiling technique esp. for HD showing in full screen

The resolution of each unit is 1366 * 768, and with special

tiling technique invented by Goodview, the display of the

whole screen boasts 1080p HD showing.

DID Tiled Display Conventional Tiled Display
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[ Tiled Display adopts Samsung unique DID panels, boasting special display and module structure
which are different from conventional LCD.

a= Unique SPVA technology

b= Special module structure

1) Adoption of heat protection plate & Improving ventilation with air gap

23 Adoption of Tni

Know more about samsung DID please visit:http:/iwww.samsung.com/globalfbusiness/lcdpanel/flash/pop_did.htmi

W Powerful interface supporting: VGA (PC), YPbPr (HD Signal), HDMI, CVBS, S-Video (Optional),
TV Tuner (Optional).

Connections of Narrow Bezel Tiled DID (1)

AC/COM/HDMIVGA/YPbPr/CVBS/OSD

Connections of Narrow Bezel Tiled DID (2)
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Distributors

(VGA. AV. YPbPr. HDMI)
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M PC control software

Signal
input

=

— Matrix (AV. VGA. HDMI. YPbPr)

Signall...... N

B Software on PC

Bight |

|

= el
b |

e 4

O | Opened

| oe00,n81 | 2008-1-16

IT‘F 04:14:18

Document non contractuel

Support 4 signals (can be extended)
to be shown on one display at the

same time.

*Wﬁth OSD and one remote controller
adjust contrast, brightness,

saturation and color
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B One signal input (For example:YPbPr)

Example | : Full screen display

Example [l : Display in selected screens

The display of VGA,HDMI,Video and YPbPr signal follows the same procedures

B Combination of different signals

Examplelll: AV signal input
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ExamplelV: HDMI signal input

ExampleV : VGA signal input

ExampleVIl: YPbPr signal input

This software can work with matrix to display several signals in a tiled screen
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Specifications of 40"Narrow Bezel Tiled DID Display

Modell PD40N1/PD40N2 914.7rmm
Screen Size 40inch .
Aspect Ratio 16: 9
Number of Pixels 1366(H) x 768(V)
Pixel Pitch(H x V) mm  [0.648(H) x 0.648(V)
Response Time 8ms E
Displayable Colors 8 BIT,16.7M i,
Brightness 700cd/m’ H
Contrast Ratio 2000:1
Color Temperature 10000K
Viewing Angle (H/V) 178/178 degrees
Active Display Area  [885.168(H) x 497.664(V) PD40N1-Front .
Power Supply AC 100V ~ 240V,50/60Hz,Universal,=10%
Power Consumption | 250W typical,normal operation
Power Management VESA DPMS [
Backlight Life 50000 hours
Recommended Resolution | 1366 x 768
Input CVBS [1.0Vp-p
YPbPr |NTSC(60Hz),480P, 720P, 1080i .
PAL(50Hz), 576P, 720P, 1080i
HDMI  |NTSC,480P59,720P59,
1080i59, 1080P59, 480P60, 3
720P60, 1080i60, 1080P60 4
PAL, 50Hz,576P,720P,1080i,1080P o s
VGA VGA@60Hz, SVGA@6E0Hz, i
XGA@60Hz, SXGA@60Hz A00mm E
Protection Glass Anti Glare |Reflection Rate <0.5% : : S
Temperature Operational |0~50"C —
Storage -20~70°C —9 © 257.3mm
Humidity Operational [ 20~80% £
Storage 20~80% §
Pressure Operational | 800~1114 hPa (Altitude:0~2,000m)
Storage 600~1114 hPa (Altitude:0~4,500m) —®
Standard Accessories | VGA Cable,YUV Cable,AV Cable, YPbPr Cable HOMI Cable, ™ *
AC Cable,NET Cable,0SD Controller, Remote Controller 7 T I
Opfional Accessories | Wall-Mount or Ceiling-Mount Bracket PD40N1-Back
911.7mm F4.35mm 400mm
EE - < =
@®
3
3
&
. ||
PD40N2-Front PD40N2-Side PD40NZ-Back

]

, 000 -0
P (P |0 0O = =9 =9 |.000 ~0 i

ACIN AC OUT COMIN  COMOUT  HDMIIN VGAIN VGAOUT

4 AV

Interface
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Specifications of 46"Narrow Bezel Tiled DID Display

Model PD46N1/PD46N2 1050mm
Screen Size 46inch 13.4]
Aspect Ratio 16: 9
Number of Pixels 1366(H) x 768(V) o
Pixel Pitch(H x V) mm  [0.7455(H) x 0.7455(V) -
Response Time 8ms g
Displayable Colors |8 BIT 16.7M 3
Brightness 700cd/m’ &
Contrast Ratio 2000:1
Color Temperature 10000K
Viewing Angle (HV)  [178/178 degrees
Active Display Area | 1018.353(H) x 572.544(V) PD46N1-Front
Power Supply AC 100V ~ 240V,50/60Hz, Universal,+10% i
Power Consumption | 300W typical,normal operation e
Power Management VESA DPMS |
Backlight Life 50000 hours :
Recommended Resolution | 1366 x 768
Input CVBS [1.0Vp-p
YPbPr [NTSC(80Hz)480P, 720P, 1080i
PAL(50Hz), 576P, 720P, 1080i
HDMI  |NTSC,480P59,720P59,
1080i59, 1080P59, 480P60,
720P60, 1080i60, 1080P60 -
PAL,50Hz 576F720P,1080i,1080P .
VGA  |VGA@60Hz, SVGA@BOHzZ, FNTgE
XGA@GOHZ, SXGA@GUHZ 580mm 235mm
Protection Glass Anti Glare |Reflection Rate <0.5%
Temperature Operational | 0~50'C
Storage -20~70C
Humidity Operational | 20~80% ® 8 £
Storage 20~80% &
Pressure Operational | 800~1114 hPa (Altitude:0~2,000m) &
Storage 600~1114 hPa (Altitude:0~4,500m)
Standard Accessories | VGACable, YUV Cable AV Cable, YPbPr Cable HDM| Cable, @ . @ T
AC Cable/NET Cable 0SD Controller, Remote Confroller s .
Optional Accessories | Wall-Mount or Ceiling-Mount Bracket : . &
PD446N1-Back
1047 . 4mm 25.7mmy 580mm
M is N .
@ (C
; £
§ o™~
® ) . ® =
[ s %
L —— g
PD46N2-Front PD46N2-Side PD4sN2-Back
& &) 59490 41
D’ (—) [@®] [@J@] 0u1© @ @ wr@ s

HDMIIN VGAIN

COMIN

coMouT
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Fr Pb ¥ AV

Interface

Document non contractuel

Page : 10




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




